*’} 10 Minutes of Code UNIT 3: SKILL BUILDER 1

TI-NSPIRE CX WITH THE TI-INNOVATOR™ HuB STUDENT ACTIVITY
Unit 3: BRIGHTNESS, IF, and WHILE Skill Builder 1: BRIGHTNESS measurements
In this lesson, we investigate the onboard light sensor, Objectives:
BRIGHTNESS, and use the Disp statement to show the e Read the BRIGHTNESS sensor
sensor’s readings. ¢ Introduce the While loop

e Introduce string( ) and concatenation

In the previous lessons, we have only been sending instructions to the
Tl-Innovator™ Hub to have an impact on it’s built-in devices (LIGHT, COLOR, and
SOUND).

In this unit, we will work with the onboard light sensor, and use the value in our
program to create a ‘light meter’. The light sensor produces values in the range 0
to 100 in decimal form.

Obtaining the light level value from the Tl-Innovator Hub requires TWO statements:

e Send “READ BRIGHTNESS”
e Get <var>
Setting up the program: Blades

1. Start a new program. We call it BRIGHT1. 2: DHT AD :
2. We'll use the variable b to store the BRIGHTNESS value, so we declare ﬁ; [{QBISEESS

this variable to be Local to the program. This is optional. B llielrmti=EL
6: TEMPERATURE

3. Select menu > Hub > Send “READ... > BRIGHTNESS. Press enter. 7: SWITCH NNECT-Output
8: BUTTON NNECT-Input

9: MOTION
A:POTENTIOMETER [NGE

v v

4. Select menu > Hub > Get. [as|a1]42

. * bright1 4115
5. Type the variable name b (no parentheses are used here). T ———

Prgm
Local &
Send "READ BRIGHTNESS "

1[>]

' Get b
4
Dy
|
How it works:
e READ BRIGHTNESS tells the TI-Innovator Hub to read the brightness level and store that value in an onboard
‘buffer’.

e Get b is a command to get the value from Tl-Innovator Hub’s buffer. This statement transfers the value from the
buffer on the TI-Innovator Hub to the variable b in the TI-Nspire. The variable you use can be any legal variable
name.

While Loop:

The While...EndWhile loop (menu > Control >) is used to process a block of code while a condition is true. A condition
is a logical statement that can be evaluated as true or false. The relational operators and the logical operators are found
on the ctrl- = key.

The relational operators are =, # <, >, <, and 2.
The logical operators are and, or, not, and xor.
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These operators can be used together to build compound conditions such as x>0 and y=0.

We are going to use a simple While loop that stops when the BRIGHTNESS value is less than 1. To terminate the
program, simply cover the light sensor on the end of the Tl-Innovator Hub with your hand.

Adding a While Loop: W“—.‘

6. Before the Send statement in your program, add the statements: ] ;:f::::ﬁgmo: GZ
e b:=2 Prgm
e While b>1 [use ctrl-= key to select >] lL).o::lb
These statements initialize the loop. As long as the condition b>1 is true, | s P——
the loop continues reading the light sensor. Once it becomes false, such o | |55
as when there is no more light coming into the sensor with a hand covering | Encwhite
it, the loop and the program terminate. “lora -

Ifyou select While...EndWhile from the Control menu, then the EndWhile statement will be in the wrong spot in your
code!

It belongs after the Get statement as shown above. You can select it, cut it (ctrl-X), and paste it (ctrl-V) into the right place,
or just delete it and type it into the correct place.

The EndWhile of the While loop must also be entered. Below the Get statement, add the EndWhile statement for the
end of the While loop.

6. Add the Disp statement after the Get statement and before the EndWhile K 3-5"| 4; ‘:]21 2uet.na = ‘6/7
. . ol bright
of the loop as shown by selecting menu > I/O > Disp. e @
7. Display the value of the variable b. Prgm
Local b
bi=2
While b>1
4 Send "READ BRIGHTNESS "
Get b
o Disp b
| EndWhile )
M| EndPrgm ~
. . q : » *Tl-Innovat..nna <~ rao {11 BB
8. Store the program (ctrl-B), and run the program in the Calculator app with T = i

2l"bright1" stored successfully ‘
the Tl-Innovator Hub attached. 1.97766 | |[Define bright1 ()= =
1.45883 Prgm

1.22078 Local &

¢ You should see a sequence of values scrolling down the Calculator

app. These values change depending on the light intensity being read 107428 | [ormne 5ot
by the sensor. 0.665324 Send "READ BRIGHTNESS
Done G-_etb
9. To terminate the loop (and the program), cover the light sensor on the end ! Eﬂ;?h?le
of the Tl-Innovator Hub so that the brightness value displayed is less than | EndPrgm @

1.
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